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This road project paid in part through the

St. Charles County %2 Cent Transportation Sales Tax.

BRAMBLETT ROAD IMPROVEMENTS PH 1

Project Location:
Bramblett Road - just south of the Schnucks and ending towards the south where the
pavement transitions at the condominiums.

Project Description/Scope:

This project seeks to widen the road, providing a safe shoulder for drivers, and repave the
asphalt road surface along with some reconstruction of the roadway. Also includes
alignment study to connect to I-70 south outer road.

Project Funding:

TOTAL County Sponsor Federal Other
$1,319,000 $1,071,200 $247,800

Anticipated Completion Year: 2021

Sponsor & Contact:
City of O'Fallon
Ruth Field
636-379-5407
rfield@ofallon.mo.us

Update: 6/1/2021
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CITY OF O'FALLON
ST. CHARLES COUNTY ROAD BOARD APPLICATION

BRAMBLETT ROAD IMPROVEMENTS PHASE 1
APPENDIX A-PROJECT MAP
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Note: project map is
preliminary representing the
best judgment of project
limits at this point in the
project development and
that feasibility and design
requirements will determine
actual project limits.
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NOTE: FINAL CONSTRUCTION TYPICAL SECTION
MAY SLIGHTLY VARY FROM ABOVE DEPENDING ON

DESIGN ENGINEER'S RECOMMENDATION.
MEASUREMENTS SHOWN SHOULD BE CONSIDERED

8" NRPCC PAVEMENT

CONCEPTUAL AND APPROXIMATE.
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